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6CF6 5 
SHARP-CUTOFF РЕМТОРЕ 


Б 7-РІМ MINIATURE TYPE 
GENERAL DATA 


Electrical: 


Heater, for Unipotential Cathode: 
Voltage (AC ог DC). .... Я 


жа a è o a ә а. э a ù o o o 


и |Direct interelectrode Capaci tances: 


Without With 
External External 
Shield Shield? 


Grid No.1 to plate. . ... 0.025 max. 0.015 max. 
Grid No.1 to cathode & 

grid No.3 & interna? 

shield, grid No.2, 

and heater. . ...... шиї 
Plate to cathode & grid No. 

3 & internal shield, 

grid No.2, and heater. . 2 ри? 


Characteristics, Class Ay Amplifier: 


Plate Supply Voltage. . ....... volts 
ла Мо 255,554 ee Lee 

Grid-No.2 Supply Voltage... . . . . 

Cathode Resistor. . . . . . . 2% 

Plate Resistance (Арргох.)...... 

Transconductance. ......... 

Plate Current... . a a eee . 

Grid-No.2 Current. .......4.-. 

Grid-No.1 Voltage (Approx. ) 
Тог plate ца -20..... 


Grid-No.1 Voltage (Approx. ) for 
plate ma. = 2.2, and cathode 
— resistor (ohms) -0........ 


Mechanical: 


. “а э a аа a òa э е › э «~ е э э . 


Maximum Overall Length. . . ....... 

Maximum Seated Length. ............... 

Length, Base Seat to Bulb Top (Excluding tip) 1-1/2" + 3/32" 
s „Отатете RS акы аты a G алы ОЙЫ жоё 0.650" to 0.750" 


юж Лы пр аы у aig cos Пе See General Section 
ТӘ or sett Gp Fe ata an te les ties ons la She aoe А bee © T5-1/2 
wee ay ee ure 7-Ріп (ЈЕРЕС Мо.Е7-1) 


Indicates a change. 
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У 6CF6 
SHARP-CUTOFF PENTODE 


Pin 1-Grid No.1 Pin 6—Grid No.2 
Pin 2-—Cathode Pin 7-Grid No.3, 
Pin 3 – Неаїег Internal 
Pin 4 – Неаїег Shield 
Pin 5-Plate Ea 


PLATE VOLTAGE. . 330 max. volts 
GRID-No.2 (SCREE . 330 max. volts 
GRID-No.2 VOLTAGE See Grid-No.2 Input 
Rating Chart at front of Receiving Tube Section 
GRID-No.1 (CONTROL-GRID) VOLTAGE: 
Positive-bias value 0 max. volts 
GRID-No.2 INPUT: 
For grid-No.2 voltages up 
to 165 volts... 0.55 max. watt 
For grid-No.2 voltages be- 
tween 165 and 330 volts See Grid-No.2 Input 
Rating Chart at front of Receiving Tube Sectton 
PLATE DISSIPATION 2.3 max. watts 
PEAK HEATER-CATHODE VOLTAGE: 
Heater negative with respect to cathode. 200, max. volts 
Heater positive with respect to cathode. 200 max. volts 


O With external shield ЈЕРЕС No.316 connected to cathode. 
The dc component must not exceed 100 volts. 


=> | пад! савез a change. 
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6CF6 
AVERAGE PLATE CHARACTERISTICS 


6.3 VOLTS 


Eps 
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GRID - 


SLIOA зЗлУла 


PLATE MILLIAMPERES 


92CM - 10243 


ELECTRON TUBE DIVISION 
RADIO CORPORATION OF AMERICA, HARRISON, NEW JERSEY 


6CF6 
AVERAGE CHARACTERISTICS 


Ер=63 VOLTS 
PLATE VOLTS=125 


GRIO-N&3 CONNECTED TO 
САТНФРЕ AT SOCKET. 


GRID-N&2 VOLTS=1l25 
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TRANSCONDUCTANCE (Оу) --МІСКОМНОЗ 


GRID-N21 VOLTS 
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